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Single Handle Pull-Down Kitchen Faucet
Model:  S-3510-PD-1.5
Specification Submittal

DIMENSIONS
(2x) 4"

(102mm) 

9-1/16"
(230mm) 

To Backsplash
Min. 4"

(102mm) 

8-3/8"
(213mm) 

Hole Size
Min. Ø 1-3/8" (35mm)
Max. Ø 1-1/2" (38mm) 

3-5/8"
(92mm) 

Deck Thickness Reference
Max. 2-1/2" (64mm) 

16-5/16"
(414mm) 

16"
(406mm) 

2-3/4"
(70mm) 

4-3/8"
(111mm) 

For Optional Deck Plate
(2x) Hole Size
Min. Ø 1" (25mm)
Max. Ø 1-1/4" (32mm) 

Ø 2-1/8"
(54mm)

8-5/64"
(205mm) 

Note:  Dimensions subject to change without notice.

COMPLIANCE
• ASME A112.18.1/CSA B125.1

• NSF/ANSI 61.9, NSF/ANSI 372

FINISH OPTIONS/MODIFICATIONS
☐ -1.0 1.0 gpm (3.8 L/min) aerator

☐ Delete Suffix 1.5 2.2 gpm (8.3 L/min) aerator

☐ -DP 8 inch deck plate for 3 hole mount installation

☐ -STS Stainless steel finish

Note:  Append appropriate -suffix to model number.

Dia®

Location:

FEATURE HIGHLIGHTS
Single Handle Pull-Down Kitchen Faucet shall include single hole mount, quarter turn ceramic cartridge, pull-down 
spray wand with 2 mode spray selector, 3/8 inch supply hose compression connections and standard 1.5 gpm (5.7 L/min) 
aerator.  Faucet shall be metal construction plated in standard polished chrome finish.




